WIDE FORMAT -DRY WIPE GLOSS

WIDE FORMAT
Dry Wipe Gloss

¢ Durable dry wipe film

® No ghosting or staining from inks
“ High gloss finish For indoor use
© Short term light use anti-graffiti properties
¢ Chemical resistant

¢ 50mic BOPP

¢ UK manufactured

“ For Indoor applications

“ Suitable for flat surfaces

Our range of Polypropylene
based  wide format pressure
sensitive/ cold lamination films

Specifications

BASE FILM BOPP Polypropylene 50 micron +/- 5mic
ADHESIVE High Coat Permanent Clear Acrylic 30 micron +/- 2mic
LINER 70gsm PE Coated White Kraft Release Liner siliconised 1 side 80 micron +/- 8mic
APPLICATION TEMPERATURE 10°C - 40°c

STANDARD WIDTHS 1040mm,1300mm,1370mm and 1530mm Available in 50/100mts reels

12mth Shelf Life

General

Gloss clear BOPP is a clear dutable overlaminating film which is coated with a permanent acrylic adhesive suitable for
overlamination of all ink types including UV inks. The high glossy finish gives excellent glossy and durable properties and
therefore this product is commonly used for general paper poster graphic overlamination where a glossy clear durable finish
is required with short term indoor light use anti-graffiti properties

The 50 micron clear gloss BOPP film can be written on without ghosting or staining from ink. The chemical and scratch
resistant surface of the gloss BOPP safeguards against these concerns

This is an economy dry wipe film for indoor use. For a more durable and outdoor stable product the outdoor anti-graffiti PET
would be recommended

For light contamination a suitable proprietary cleaner is recommended

Storage

Effort must be made to keep this product free from moisture and excessive exposure to ultra violet radiation before use

The above information is indicative only.
The results shown are a general guide to the material properties

which are subject to change and do not act as a guarantee.
@
www.gifproducts.co.uk

PRODUCTS Graphic Image Films Ltd. Unit 5 Ridge Way « Crendon Industrial Park « Long Crendon « Buckinghamshire « HP18 9BF
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